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Specifications

Table surface

Grinding wheel  diameter

Spindle speed

Wheel motor power

Feed motor power

Weight

Donées techniques

Superficie de la mesa

Potencia del motor del plato

Peso

Dati tecnici

Grinding wheel dresser complete of diamond

 Head feed manual handwheel

 Segmented grinding wheel and tool 

Coolant system complete of pump and tank  Control panel

Tablero de mando

670x270 mm

330 mm

205 mm

330 mm

1400 rpm

700÷1500 rpm

145 mm/min

2.2 kW

0.11 kW

1220x1080x1670 mm

405 Kg



-

-
facing of car and light truck engine heads made of aluminium or cast 

-
-

umn are made of strong cast iron and the assembly is mounted on a base 
cabinet which includes an easy to reach control panel. 

the coolant system complete with settling tank and pump allow to 
recondition whether cast iron surfaces or aluminium with great results. 

efficient stone wheel dresser complete with diamond.

-

-

-

-
to es montado arriba de una base de chapa que contiene también el tablero 

-
-

-

Working area

Superficies útiles que se pueden trabajar



Standard equipment

Base cabinet
Cooling plant complete of pump and settling  

 tank
Segmented grinding wheel complete of 

 grinding segments for cast iron 
Splash and safety guard
Grinding wheel dresser
Wheel dressing diamond
Head resurfacing tool
Pair of parallel supports
Locking clamps
Wrench set
Instruction manual

Equipement standard

 bomba y tanque

Pareja de soportes planos para tapas de cilindro

Accessori e ricambi Accessoires et rechanges

Grinding segments for cast iron 

RP0099

Grinding segments for steel

RPA099

Grinding segments for aluminium

RPB099

PVA015

Head resurfacing tool

Herramienta con placa soldada para tapas

UT0003

Head resurfacing insert tool holder

Herramienta con inserto para tapas

UT0017

Wheel dressing diamond

MT0013

Replacement insert for UT0017 

UT0014

Wrench for UT0017

UT0100

Screw for insert for UT0017

Tornillo para inserto para UT0017

UT0150

Dotazione standard

COMEC srl - Corso Italia 55/A - 33080 Porcia / PN - Italy
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Variable head spindle speed 700 ÷ 1400 rpm  

rpm 

VMV330

Variable head feed

VTV330

DIM330


